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Simple Path to Market

Reduce budget uncertainty
and engineering time.

Go from proof of concept to
scaled manufacturing.

Focus on building unique features
for your customers, leave the

connectivity to MMB.

Developer Friendly 

Friendly and easy to work 
with, with a large and engaged 

developer community.

Pull in more features to increase 
market share and functionality 

by leveraging on board MMB and 
open source libraries.

Better Performance

Create a great customer
experience with a secure, wireless 

end-to-end ecosystem.

Maximum network range with
minimal energy consumption.

MMB Wi-SUN Border Router
The MMB Gen 2 Wi-SUN Border Router is an industrial, DIN rail mountable, 

single board Linux computer that contains MMB’s latest Wi-SUN Module. 

This device can join up to 1000 Wi-SUN nodes to this single Border Router. 

It creates the path for the IPv6 communication from your Wi-SUN end 

nodes out across your infrastructure and network to connect all of your 

end nodes to your upstream cloud and services. 

For flexible connectivity, it includes LTE, GPS, and Wi-Fi. Utilize onboard 

RS485 for direct communication with a variety of equipment in the smart 

energy space.

https://mmbnetworks.com/
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Features

Contains MMB’s latest FAN 1.0 Wi-SUN Module

We provide Technical and Engineering support

Opto-isolated general purpose IOs plus RS232 and RS485

We are connectivity experts in the Wi-SUN space with field deployments of over 250,000 nodes since 2020

Create a Wi-SUN network and connect up to 1000 nodes to this single device

Device Specifications
Performance and operating range parameters of the device.

Rating Value

Temperature Range (Operating) -20 to +60 °C

Power Supply 12-24V AC; 2A
9-36V DC; 2A

CPU Core 4-core Raspberry Pi CM4

RAM/Memory 4GB

Storage 32GB

Network Interfaces

Ethernet: 1000M RJ45 x2
RS Serial: RS485 x3 (Isolated)
Wi-SUN: Mini-PCIe support for Wi-SUN FAN 1.0
4G/LTE: Mini-PCIe support for Quectel EG25 

Dimensions 130 mm x 93 mm x 49.6 mm

Other Interfaces

• DO: 2 (Isolated)
Output voltage - under 60 V,

       current capacity - 500 mA 

• 2x isolated DI; 2x isolated DO
• 2x USB2.0 A1
• M.2 slot support
• 1x HDMI 2.0 up to 4k@60fps

Ordering Information
Description Product Code
MMB Gen 2 Wi-SUN Border Router 
operating in the 902-928MHz band. BRD41-WBR

Wi-SUN Gen 2 Border Router operating 
in the 865-876MHz band. BRD42-WBR




